


Advantages of UPVC Windows

Stability

Physical stability : UPVC window have a better strength of anti compression, tensile, crack and inflation
than wooden and aluminum windows. No aluminum oxidation. UPVC profile can stand the wind, rain,
sunshine, dry and moisture in -30°C to +70°C. The earliest UPVC windows used in Europe is still in good
condition for more than 40 years.

Corrosion Resistance : Specially suitable for high pollution cities and beach area. UPVC Doors and
windows system can withstand any corrosion caused by such conditions, even in beach area residencies,
humid weather is unable to corrode, or damage UPVC profiles

Excellent Function

Excellent Function Excellent Water Resistance: UPVC door and window systems employ a corner welding
process to ensure that the window or door comer is completely welded into a single structure; therefore
water is unable to pass through the welded joint. Excellent Fire Proofing: UPVC profile systems are fully
self extinguishing

Maintenance Free

Maintenance Free No painting, No scraping, No puttying, No termites.

Environmental Friendly

Environmentally Friendly UPVC profile systems are made from ecologically friendly materials and
environmentally safe in terms of less pollutant emissions than wood and aluminum. Polymer is
recyclable, and so there is no lost materials as all waste goes back into the recycling process.



90 Sliding Series - Doors & Windows

NAME: 2 TRACK   
CODE: T60-K-B
WEIGHT (KG/M): 1.000   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.0mm

NAME: 90 SLIDING FRAME   
CODE: T90-K-C
WEIGHT (KG/M): 1.280   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.0mm

NAME: 3 TRACK   
CODE: 112K
WEIGHT (KG/M): 1.6   LENGTH: 5.8m
PCS/BAG: 4   THICKNESS: 2.0mm

NAME: 57 SLIDING SHASH   
CODE: T90S-B-57
WEIGHT (KG/M): 0.847   LENGTH: 5.8m
PCS/BAG: 8   THICKNESS: 2.0mm

NAME: 66 SLIDING SHASH   
CODE: T90S-B-66
WEIGHT (KG/M): 0.992   LENGTH: 5.8m
PCS/BAG: 8   THICKNESS: 2.0mm

NAME: 92 DOOR SHASH   
CODE: 92-SGTL
WEIGHT (KG/M): 1.40   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.2mm

NAME: 90 INTERLOCK   
CODE: T90 FG
WEIGHT (KG/M): 0.227   LENGTH: 5.8m
PCS/BAG: 20   THICKNESS: 1.2mm

NAME: 90 SINGLE GLAZING BEAD   
CODE: T90DY
WEIGHT (KG/M): 0.245   LENGTH: 5.8m
PCS/BAG: 20   THICKNESS: 1.5mm

NAME: DOOR SCREEN MESH   
CODE: TLDSS-3
WEIGHT (KG/M): 0.63   LENGTH: 5.8m
PCS/BAG: 9   THICKNESS: 1.5mm

NAME: 90 DOUBLE GLAZING BEAD  
CODE: RT88SYA
WEIGHT (KG/M): 0.167   LENGTH: 5.8m
PCS/BAG: 30   THICKNESS: 1.5mm

NAME: 90 SHASH CONNECTOR58   
CODE: 90GM
WEIGHT (KG/M): 0.283   LENGTH: 5.8m
PCS/BAG: 20   THICKNESS: 1.5mm

NAME: 90 SHASH MULLION    
CODE: T90ST-A
WEIGHT (KG/M): 0.73   LENGTH: 5.8m
PCS/BAG: 8   THICKNESS: 2.5mm

NAME: 95 FRAME ADJUSTER    
CODE: T 95 KC2B
WEIGHT (KG/M): 0.5   LENGTH: 5.8m
PCS/BAG: 16   THICKNESS: 1.5mm

NAME: 60 / 90 CONNECTOR   
CODE: 90 PLUG
WEIGHT (KG/M): 0.1   LENGTH: 5.8m
PCS/BAG: 40   THICKNESS: 2.0mm

NAME: 80MM DOOR SHASH   
CODE: SGTL 80
WEIGHT (KG/M): 1.150   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.2mm

NAME: 90/82 SCREEN SHASH   
CODE: TLDSS
WEIGHT (KG/M): 0.5   LENGTH: 5.8m
PCS/BAG: 12   THICKNESS: 1.8mm

NAME: P60PB 60 COUPLING   
CODE: P60PB
WEIGHT (KG/M): 0.3   LENGTH: 5.8m
PCS/BAG: 20   THICKNESS:  

NAME: 88 CORNER   
CODE: T88ZJ
WEIGHT (KG/M): 0.97   LENGTH: 5.8m
PCS/BAG: 4   THICKNESS: 1.5mm



60 Casement Series 

NAME: 60 CASEMENT FRAME   
CODE: P60K-D
WEIGHT (KG/M): 1.020   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.0mm

NAME: 60 SINGAL GLAZING BEED   
CODE: P60DY-36B
WEIGHT (KG/M): 0.300   LENGTH: 5.8m
PCS/BAG: 20   THICKNESS: 1.5mm

NAME: 60 VANTILTOR   
CODE: P60GDK
WEIGHT (KG/M): 0.848   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.0mm

NAME: MBC DOOR PANNEL   
CODE: 15MM*150MM
WEIGHT (KG/M): 0.667   LENGTH: 5.8m
PCS/BAG: 10   THICKNESS: 1.0mm

NAME: 60 CASEMENT MULLION   
CODE: P60TD
WEIGHT (KG/M): 1.050   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.0mm

NAME: 60 OUTSWING WINDOW   
CODE: P60WKS-AH
WEIGHT (KG/M): 1.210   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.2mm
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NAME: 60 INNWARD WINDOW SASH   
CODE: P60S-F
WEIGHT (KG/M): 1.1   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.2mm

NAME: P60 OUTWORD DOOR SASH
CODE: P60MS
WEIGHT (KG/M): 1.600   LENGTH: 5.8m
PCS/BAG: 4   THICKNESS: 2.2mm

60/97 Sliding Door Series/82 Sliding Window Series

NAME: 2 TRACK   
CODE: T60-K-B
WEIGHT (KG/M): 1.000   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.0mm

NAME: 3 TRACK   
CODE: 97 K 97MM
WEIGHT (KG/M): 1.38   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.0mm

NAME: 82 Sash (97 FRAME SASH)   
CODE: T82S-D 55mm
WEIGHT (KG/M): 0.784   LENGTH: 5.8m
PCS/BAG: 8   THICKNESS: 2.0mm

NAME: 82SASH 66MM(97 FRAME SASH)
CODE: T82S-D 66mm
WEIGHT (KG/M): 0.91   LENGTH: 5.8m
PCS/BAG: 8   THICKNESS: 2.0mm

NAME: 90 SINGLE GLAZING BEAD  
CODE: T90DY
WEIGHT (KG/M): 0.245   LENGTH: 5.8m
PCS/BAG: 20   THICKNESS: 1.5mm

NAME: 97 SINGLE GLAZING BEAD   
CODE: 82DY-20C
WEIGHT (KG/M): 0.230   LENGTH: 5.8m
PCS/BAG: 30   THICKNESS: 1.5mm



82 Sliding Series 

NAME: 90/82 SCREEN SASH 
CODE: TLDSS
WEIGHT (KG/M): 0.518   LENGTH: 5.8m
PCS/BAG: 12   THICKNESS: 1.8mm

NAME: 82SINGLE GLAZING BEED  
CODE: TLDY-20C
WEIGHT (KG/M): 0.230   LENGTH: 5.8m
PCS/BAG: 30   THICKNESS: 1.5mm

NAME: 82 INTERLOGO
CODE: T8FG
WEIGHT (KG/M): 0.167   LENGTH: 5.8m
PCS/BAG: 30   THICKNESS: 1.3mm

NAME: 82 SASH 
CODE: T82S-D 55mm
WEIGHT (KG/M): 0.784   LENGTH: 5.8m
PCS/BAG: 8   THICKNESS: 2.0mm

NAME: 82 SLIDING FRAME 
CODE: T82K-C
WEIGHT (KG/M): 1.18   LENGTH: 5.8m
PCS/BAG: 6   THICKNESS: 2.0mm
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